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United States Gypsu 


m 


For Building • For Industry 

Gypsum • Lime • Steel • Insulation • Roofing • Paint 

GENERAL OFFICES—300 WEST ADAMS STREET, CHICAGO 6, ILLINOIS 



ALBANY, N. Y. 
ATLANTA, GA. 
BALTIMORE, MD. 
BIRMINGHAM, ALA. 
BOSTON, MASS. 
BUFFALO, N. Y. 


CHARLOTTE, N. C. 
CHICAGO, ILL 
CINCINNATI, O. 
CLEVELAND, O. 
DALLAS, TEX. 
DENVER, COLO. 


DETROIT, MICH. 

GRAND RAPIDS, MICH. 
HARRISBURG, PA. 
HOUSTON, TEX. 
INDIANAPOLIS, IND. 
JACKSONVILLE, FLA. 
KANSAS CITY, MO. 


LOS ANGELES, CALIF. 
MILWAUKEE, WIS. 
MINNEAPOLIS, MINN. 
NEWARK, N. J. 

NEW HAVEN, CONN. 
NEW YORK, N. Y. 
OKLAHOMA CITY, OKLA. 


OMAHA, NEBR. 
PHILADELPHIA, PA. 
PITTSBURGH, PA. 
PORTLAND, ORE. 
PROVIDENCE, R. I. 
RICHMOND, VA. 


ST. LOUIS, MO. 

SALT LAKE CITY, UTAH 
SAN FRANCISCO, CAUF. 
SEATTLE, WASH. 
SYRACUSE, N. Y. 
WASHINGTON, D. C. 



UNITED STATES GYPSUM 
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ASPHALT SHINGLES 


* Trademark Reg. U. S . Pat 


USG* THICK-BUTT SHINGLES 

DESCRIPTION 


A three-in-one strip shingle with extra thickness in the portion 
exposed to the weather. The granules are embedded in a single 
moulded coating of asphalt mastic which bonds securely to the 
asphalt-saturated felt base. 

Surfaces: Plain or textured. 

Size: 12" x 36" with two Y% n wide cut-outs. 

Solid Colors: Black, Red, Green. 

Blend: Briar Green, MAYFAIR GREEN*, Pompeian Red and 
Venetian Red. 

Weight: Approximately 210 pounds per square. 


FUNCTION AND UTILITY 

FIRE RESISTANT— Carries class “C” label of Underwriters. 
Many insurance companies recognize that USG Thick-Butt 
Shingles lessen the threat of fire, and in some states, a lower 
insurance rate is offered on this type of roof. 

PROTECTION AGAINST THE ELEMENTS —USG Thick- 
Butt Shingles are so designed that the bulk of the protection is 
placed where exposed to the wear of the weather. The exposed 
portion of shingle is 33 per cent thicker and 50 per cent heavier 
than the unexposed portion. This roof better fortifies the build¬ 
ing against snow, wind, rain and sun. 


LONGER WEAR The USG method of manufacture gives 
maximum protection to the felt, assuring long service. The life 
expectancy for USG Thick-Butt Shingles is considerably greater 
than for standard thickness shingles. 

BEAUTY The USG method of manufacture permits deep 
texturing resulting in a massive, rugged type of beauty with 
deep shadowing. 

COST— No premium is charged for USG Thick-Butt Shingles 
lhey are comparable in price to standard shingles of the same 
weight. 

LIMITATIONS OF USE 

For use on roofs having a rise of at least 4" to the horizontal foot. 

" US . G ”' ° n * " MAYFAIR GREEN " registered trademarks owned by United States Gypsum, used by it to distinguish its 

p .™ ,de "" fleS * he partlcular as P hal » roofin 9 and gypsum sheathing; "GIATEX” identifies the particular asbestos cement 

siding; and MAYFAIR GREEN” identifies a particular blend of asphalt shingles manufactured only by United States Gypsum Company. 


_ PRODUCT DATA AND APPLICATION METHODS 

5" EXPOSURE—CONVENTIONAL METHOD: 


NAILING 5V 
ABOVE EXPOSED 
BUTT EDGE I" 
FROM EACH END 
AND I W' ON 
EACH SIDE OF 
CUT-OUTS 
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Head Lap 


Exposure 


Strips 
per Square 


Bundies 
per Square 


Approx. Wt. 
per Square 


4 " EXPOSURE—EXTRA PROTECTION METHOD: 


Head Lap 


AILING 


-T7X 


ALIGNING 


NOTCH 


CUT-OUTS 


Exposure 


Strips 

per Square 


Bundles 
per Square 


3.75 


Approx. Wt. 
per Square 
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ASPHALT SHINGLES 


USG RANDOM-TAB SHINGLES 


USG Random-Tab Shingles fulfill the desire for made-to-order individuality 


DESCRIPTION 

A strip shingle with tabs of random widths and lengths that 
provide a pleasing irregularity of lines with deep shadows com¬ 
bined with attractive variation of blended color. Extra heavy 
felt saturated with a full-bodied asphalt form the base. The 
granules are embedded in a heavy coating of asphalt bonded 
to the base. 

Surface: Textured only. 

Size: 9" to 11" wide by 36" long. 

Blends : Briar Green, Pompeian Red, Heather and Brown Blend. 
Weight: Approximately 255 pounds per square. 

FUNCTION AND UTILITY 

FIRE RESISTANT —Carries class “C” label of Underwriters. 


The fire protection value of USG Random-Tab Shingles is 
recognized by many insurance companies, and in some states, 
a lower insurance rate is offered when these shingles are used. 

INDIVIDUALITY —Pleasing irregularity, deep shadows, splen¬ 
did variation of color blends. These are the hand effects found 
otherwise in the more expensive roofs but available here in the 
greater economy of strip shingles. 

WIND RESIST ANT —The sharp angles formed by the irregu¬ 
larly cut tabs are not easily caught by the wind. Provision is 
made for securely nailing and all nails are protected by double 
coverage. 

COST —Comparable to the best of strip shingles but providing 
the qualities of hand laid individual shingles. 


Nails are completely concealed. 


3" coverage between joint and 
closest cut-out. 


Automatic alignment helps assure 
pleasing irregularity. 


PRODUCT DATA 

Head Lap 

Exposure 

Size of Shingle 

Bundles per Square 

Weight per Square 

2" to 3" 

3" to 5" 

9"to 11" x 36" 

3 

255 lbs. 


UNITED STATES GYPSUM 
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GLATEX* ASBESTOS CEMENT SIDING 


DESCRIPTION 

A siding material made of a combination of asbestos fibers and 
Portland cement plus a baked-on mineral type coating, not 
unlike a vitrified enamel in appearance, instead of the ordi¬ 
narily porous asbestos-cement surface. GLATEX Asbestos- 
Cement Siding is die cut and made with a wood-grain texture 
in either a straight-line or a wavy-line butt, thick in units 
12" x 27". 

FUNCTION AND UTILITY 

ADAPTABLE to both new construction and remodel construc¬ 
tion. 

CONVENTIONAL CONSTRUCTION—No special framing is 
required. It may be applied over wood, gypsum or insulation 
sheathing. See attachment methods on next page. 


RESISTS MOISTURE AND DIRT— The special-coated sur¬ 
face, not unlike a vitrified enamel, attracts less moisture and 



No. 950 — Clapboard GLATEX 



No. 600—Wavy Butt GLATEX 


dirt than ordinary asbestos-cement surfaces. Stains do not 
readily adhere to the surface. Thus GLATEX siding retains 
its original freshness longer. 

FIREPROOF —The combination of asbestos fiber and portland 
cement provides a surface that will not burn and which helps 
protect framing against fire hazard. 

ECONOMICAL —GLATEX siding never requires paint. It is 
easily and economically maintained and provides “life-long” 
service. 

CLEAN ABLE —Surface grime can be cleaned from surface of 
GLATEX siding by simply washing with soap and water. 

ATTRACTIVE —Indented wood-grain effect enhances beauty 
of GLATEX siding. 

LARGE UNITS —The 27" long units mean fewer joints, faster 
application and tighter walls. 



THE SMUDGE TEST 


Apply dirty oil or grease 


Wipes off without penetrating surface 


Surface is restored — no stains remain 


PRODUCT DATA 

No. 950 CLAPBOARD SIDING 

No. 600 WAVY BUTT SIDING SHINGLE 

Dimensions 

12"x 27"x 5/32" 

Dimensions 

12"x27"x5/32" 

Approximate Weight per Square 

178 Pounds 

Approximate Weight per Square 

175 Pounds 

Weather Exposure 

10i/ 2 " 

Weather Exposure 

IO 1 / 2 " 

Overlap 

. iy 2 " 

Overlap 

11 / 2 " Maximum, lVfc" Minimum 

Finish 

Wood-grain Texture 

Finish 

Wood-grain Texture 

Color . 

Satin White 

Color 

Satin White 

Shingles per square 

51 

Shingles per square 

51 

Shingles per bundle 

17 

Shingles per bundle 

17 


Trademark Reg. U. S. Pat. Off. 
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